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( Single-end adjustment restrainer units )

FIXED END ( TYPICAL BRACKET ANCHOR ) ADJUSTMENT END%;; ﬁp% .

Note: For locd O0f fixed and adjusted ends, see Structure Plans

* INSN\of length L (ft), use effective length of cable, from face-tg-Tqce \?BT’) ** Minimun value
yces nchorage plate or bearing bar. Refer to Bridge detall sheet
prpximate length required.
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Note: All OD and 1D dimensions for washers and disc springs
meet the dimensional tolerances for harden steel washers
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hread Locking System on fixed end stud prior to

enyl shall be at the same end of the cable for
Gt a specific hinge or bent.

The adjustment

all restrainers
1\,

nstall Cable Yield Indicator, spherical washers, disc springs, washers and
gr nut on the adjustment end of restrainers as shown in "Cable End Anchorage Details”.
|5C \scs shall be installed front to front as shown in "Disc Spring" detail.

:::ii::y T¥hten the nuts on the cable from the Adjustment End of restrainer until the

disc springs collapse and there is no disc gap remaining between the discs.

“
\\\\\\\\\(/ 4. For typical "U" or "V" shaped restrainers units with two adjustment ends:
Install Cable Yield Indicator, spherical washers, disc springs, washers and

nuts on both adjustment ends of restrainer as shown in "Cable End Anchorage Details".

CTION B-B Discs shall be installed front to front as shown in "Disc Spring" detail.
( Single spring )

X . B
Reduced section length——
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The ends of the cable must be adjusted simultaneously.
Tighten the nuts on the cable from the adjustment ends of restrainer until
the disc springs collapse and there is no disc gap remaining between the

4\\<:::\ /;;;;//) discs on either end of the cable.
(//4;15:’ _______ —<§::>\\7 2. Place thread locking system on adjustment end(s) after tightening
~ the cable but before backing off the nut(s).

IN ST ALLED o N S Back off the nut(s) at the adjustable anchorage(s) a distance equal to the

S~ maximum additional amount that the hinge is expected to open,relative
to existing ambient conditions, as shown on the plans for movement rating.
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